INTRODUCTION

The THS100MD precision temperature and humidity sensor adopt the advanced Swiss Sensiron integrated chip design scheme, which is an integrated intelligent monitoring module used for ambient temperature and humidity measurement. This product is featured by direct visual display, high precision, low cost, aesthetic appearance, easy installation and high stability.

It applies to the temperature and humidity monitoring by the government, electric sector, army, bank, telecommunication sector, education sector, hospital, airport, railway, factory, hotel, warehouse, and transport sector.

FEATURES

- Built with the Swiss Sensirion high-precision integrated digital temperature and humidity chip
- Measurement reading will not be affected by the components heat on the PCB
- With LCD screen for visual display and easy operation
- Power supply reversed polarity protection
- Anti electromagnetic interference
- Easy to install and maintenance

Leverage on EMS devices such as Picobox REX SMS or Email alert capabilities to monitor the fluctuation of temperature and humidity readings. Install ideally in the center of a room away from air condition/heater for maximum accuracy measurements. Connect the THS100MD via RS485 Modbus Serial and set the specific required temperature/humidity measurement range and associated accuracy. THS100MD will notify the users via SMS/Email through an EMS device with configurable response time.
TECHNICAL SPECIFICATION

<table>
<thead>
<tr>
<th>Specification</th>
<th>Details</th>
</tr>
</thead>
<tbody>
<tr>
<td>Working Voltage</td>
<td>12-24V DC</td>
</tr>
<tr>
<td>Connection Interface</td>
<td>RS485</td>
</tr>
<tr>
<td>Measuring Range</td>
<td>-20-70 DegC, 0-100%RH</td>
</tr>
<tr>
<td>Accuracy</td>
<td>+/-0.3 DegC, +/- 3%RH</td>
</tr>
<tr>
<td>Modbus Connection</td>
<td>2 wired Modbus RTU</td>
</tr>
<tr>
<td></td>
<td>1-247 configurable ID slave</td>
</tr>
<tr>
<td></td>
<td>1200, 2400, 4800, 9600(default), 115200 Baud Rate</td>
</tr>
<tr>
<td></td>
<td>8 Data bits, None Parity &amp; 1 Stop bit</td>
</tr>
<tr>
<td>Dimension</td>
<td>86x86x34mm</td>
</tr>
<tr>
<td>Mass</td>
<td>100g</td>
</tr>
<tr>
<td>Material</td>
<td>ABS Plastic</td>
</tr>
</tbody>
</table>

PHYSICAL LAYOUT

Front view

Back view

SINGAPORE
Blk 3, Ang Mo Kio Industrial Park 2A #06-08/10, AMK Tech 1, Singapore 568050
Tel: +65-6484 6368
Fax: +65-6484 6369
enquiry@linkwisetech.com

PHILIPPINES
Unit 2504 Tycoon Condominium Centre, Pearl Drive, Ortigas Centre, Pasig City 1605, Philippines
(+632) 650-0735
(+632) 650-0798
(+63) 917-810-6685
(+632) 650-0794

MYANMAR
No 1482, Myin Taw Thar Rd, 1 Ward, Tharkayta, Yangon, Myanmar
(+95) 94248 88380
(+65) 6484 6368
(+63) 6484 6369

MALAYSIA
Unit 136, Level 1, Lobby 7 Block A, Damansara Intan No. 1, Jalan SS20/27 Petaling Jaya, 47400 Selangor Darul Ehsan, Malaysia
Tel: +603-7622 9968